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CHECKLIST: RENOVATION OF ROOFLIGHTS

Object:

Completed by: 

Location:

Quantity: Date: 

Subject to technical modifications
The copyright to this drawing is protected in accordance with the Copyright and Related Rights Act of 9.9.1965.
Any use of this drawing, in particular reproduction and disclosure to third parties, requires our explicit approval.
Status: 01/2021
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*Version as tested natural smoke and heat exhaust ventilator (NSHEV) according to EN 12101 / DIN 18232 only after technical clarification

long side short side

fixed fixed (ventilation 
retrofittable)

ventable as NSHEV*

Step 4: Select opening type

Drive available /
is not exchanged

Drive is required

Version as tandem drive (2 drives per rooflight / if known)

Manual spindle Pneumatic 
cylinder

E-Motor 230 V E-Motor 24 V

Step 5: Select drive

Stroke: mm

opal / matt clear

double 
layered glazing

triple 
layered glazing

quadruple
layered glazing

+ shock-resistant + hard roofing

double
insulation glass

triple
insulation glass

+ sun
protection glass

Step 3: Requested glazing

Plastic

Genuine glass

Geometry 
Type F80

Geometry 
Type F100

Note TYPE F100:
Newer rooflights have a sticker on the
a sticker on the inside of the frame with
product information (a photo of this is suffi-
cient, then no further dimensions are requi-
red)

Step 1b: Sufficient renovation dimensions for LAMILUX Rooflights

External dimensions (outer edge) PVC frame:     /                       cm

Third party manufacturer (if known):

Upstand without water dripUpstand with water drip

Height water drip 
mm

Inside opening dimensions

/         cm

Support width mm

Inside opening dimensions

/         cm

Support width mm

Step 1a: Renovation dimensions existing rooflight

yes no

yes no

Step 2: Heighten the upstand by 20 cm with GRP Heightening Element

GRP heightening element 5° (inclined, for better water drainage in case of genuine glass)
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